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% Aliplast je svetovo znamou firmou zaoberajlicou sa vyrobou systémov z hlinika s niekolkymi vyrobnymi
zavodmi rozmiestnenymi po celom svete. Sidlo firmy Aliplast lezi v Belgicku v meste Lokeren. So
systémami Aliplastu sa dnes uz moZeme stretn(t prakticky vSade, vyrobné zavody se nachadzajl
v Belgicku, Francuzsku, Velkej Britanii, Cine a Egypte.

V polskom meste Lublin je umiestneny rozlahly sklad profilov a prisluSenstva, ktory urychluje dodaciu
lehotu vacsiny prvkov na nas trh na dobu 1-2 tyZzdne po objednani.

Vdaka svojej funkcionalite, technickym parametrom a estetickej hodnote zaZiva toto odvetvie rozkvet.
Noveé trendy navazujli na nové vyzvy veduce k uspokojeniu predstav architektov - tvorcov novych
trendov a akosti v stavebnictve.Siroka paleta vyrobkov firmy Aliplast urcite napomaha tieto predstavy
realizovat.

Vysoka kvalita systémov z hlinika a zaroven vysoka technologickd Uroven s parametrami, ktoré
vyhovujl eurdpskym normam ako napr.normy pre akustickd alebo tepelnu izoldciu, ¢&i pre odolnost vodi
vetru alebo prenikaniu vody.

Otvaravé prvky okien maju centrdlne a akustické tesnenie z EPDM.

Zasklievacie listy st zo zliatiny AIMgSIO.5 F22 st pozdi? celej dizky profilov. Profily zodpovedaji norme
EURONUT, preto je mozné na ne montovat Standardné eurdpske typy zadvesov a zamkov. Je mozné
pouzit aj bezpeénostné zamky.

Pretoze je dnes Aliplast celosvetovym koncernom, dochadza zaroven k vymene mnohorocne
preverenych skusenosti, ¢im sa vytvaraju podmienky na fungovanie efektivnych a pozityvnych
vztahov s nagimi partnermi.

Dnes Aliplast svojim zdkaznikom méze ponuknut hlinikové systémy okien a dveri (Imperial, Superial,
Econoline a Triline), konstrukcie v systéme fasad (MC-Wall, MC Glass, Tanagra), posuvné systémy
(Slide, Visoglide, Superglide), skladacie systémy (Visofold), zimné zahrady so zastresenim (Aliver,
Pergola system, Victorian roof), balustrady a mnohé dalsie. Systémy su rozdelené do dvoch hlavnych
skupin - s tepelnou izolaciou a bez nej. Celkova ponuka je dnes tak Siroka, ze Aliplast dokaze uspokojit
aj tych najnarocnejsich zakaznikov.

Taktiez systém poskytuje svojim zédkaznikom programy pre architektov ako su Alicad, Cover, Chacal,
Alixel, ktoré ulahcuju celkovu realizaciu a ocenovanie jednotlivych zakaziek.

Firma je certifikovana podla 1ISO9001, spolupracuje s architektami, vyrobnymi a stavebnymi firmami,
pri¢om jej vyznam na domacom, ale i zahrani¢nom trhu, neustale rastie.

www.aliplast.sk

%% Aliplast is one of Europe's market leaders in the development, marketing and distribution of high
quality aluminium systems for windows, doors, sliding elements, roof systems, curtain walls. Aliplast
Poland is a member of the internationally renowned Aliplast Group, established in 1984 with its
headquarters in Lokeren, Belgium. Aliplast is an aluminium systems company that has significant
investment in firms located in France, China, Egypt and in the United Kingdom. Aliplast strive to
achieve to increase the comfort and architectural value of a building by providing high-quality
aluminium systems /this involves the co-operation of our research & development, marketing and
distribution departments/, to create positive relationships with our customers and partners in the
construction process by offering effective, tailor-made solutions. The Company's offer includes
window/door systems as well as fagade. The fagade systems are used in the construction of the
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d NE amily of fagade systems: -Wall, ass, Tanagra. The windows/doors systems offered are

EI {t% available in two versions: with thermal insulation: Imperial, Triline, Visoline, Superial and without

thermal insulation: Econoline, Alidor. Included in our offer are also winter garden/roof system Aliver,
z o/ Victorian roof light system, sliding doors: Visoglide, Superglide, Monorail, Slide Plus with thermal
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insulation and without: Visoglide Light, Slide Cold, folding door system Visofold.

/ ' On a steadily growing basis we introduce more and more newer solutions according to the concepts of
G architects and as the client's needs arise. Aliplast develop new technologies to improve the energy
] efficiency of our products. Our firm work continuously and systematically to optimize our quality
e Vsl =TT - procedures and our ISO 9001 certificate is the proof of this.
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Systémy okenno - dverne

Windows and doors system ||ﬂ
www.allplast.sk
www.aliplast.com
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% Imperial je trojkomorovym teplym systémom pre konstrukcie okien, dveri a stien. y

V profiloch je vytvoreny tepelny most o Sirke az 24 mm. Systém je vhodny pre
prostredie s vacsimi vykyvmi teplét. Tento systém je tvoreny dvomi lisovanymi
profilami, ktoré su oddelené polyamidovym pasikom posilenym sklennym
vldknom. Takato konstrukcia je po nalakovani povrchu zérukou dokonalej izolacie.
Sucinitel’ prenikania tepla Ur je v tomto systéme 2,2-2,3 W/m’K, ¢o ho podla
materialovej normy DIN 4108 klasifikuje do skupiny 2,1 wg. Pri pouziti izolacného
sklas U 1,1 dosahuje vacsina stien (v zavislosti od rozmerov a tvaru) hodnotu U 1,7
W/m’K. Univerzélnost vyuZitia tohoto systému je dand jeho vhodnymi
parametrami Sirky 65mm (ramy okien, dveri, priecky a kridla dveri) a 74mm
(okenné kridla), dalej hrubky steny 1,7-2,0mm pri maximalnych rozmeroch kridla.
Do tohoto systému je potom moZno pouZit sklo o hribke 4-51mm. Systém vyuZiva
kovania typu Sobinco, Roto, Siegenia resp. Fapim. Farbu kovania je mozné urit zo
stupnice RAL.

Samozrejmostou je tiez ponuka mnohych doplnkov, ako napriklad samozatvarace,
klucky ainé.
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Pouzitie

- pevné steny, oknadvere

- okna: otvaravé, sklopné, otvaravo-sklopné,

- sklopno-posuvné

- kyvné okolo vertikalnej. aj horizontalnej osi

- dvere: otvaravé dnu, von, jednokridlové, dvojkridlové, so svetlikmi
- dvere: kyvné, posuvné

%% This series of high quality profiles with thermal break is applicable where more
severe standards for acoustic and thermal insulation are required. The profiles for
this series are constructed of 2 hollow extrusions separated from one another by
polyamide strips PA 6.6.25 reinforced with glass fibre. An additional radiation
barrierin the form of a strip in the same material provides the 4 chamber system.

Applications

- flush, single or double sash doors,
open in, swing doors (double action)
- various types of windows
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Systémy okenno - dverne
Windows and doors systems J
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% Triline je trojkomorovym systémom s tepelnym mostom o Sirke 14,8 a 17mm
posilnenym o sklenené vlakno. Systém je vhodny pre okna, dvere a steny
s moznostou zasklenia jednoduchym sklom i dvojsklom. Systém Triline ma
tl vyhodu, Ze je plne kompatibilny s inymi systémami Aliplastu. Sucinitel
prenikania tepla Ur je v tomto systéme 2,8 W/m’K, ¢o ho podla materidlovej
normy DIN 4108 klasifikuje do skupiny 2,2 wg. Pri pouziti izolacného skla
s U 1,1 dosahuje véacsina stien (v zavislosti od rozmerov a tvaru) hodnotu
U 1,9 W/m’K. Univerzalnost vyuZitia tohoto systému je dand jeho vhodnymi
parametrami Sirky 51mm (ramy okien, dveri, priecky a kridla dveri) a 60mm
(okenné kridla). Hrubka stien je 1,7-2,0mm. Do tohoto systému je potom
mozno pouzit sklo o hribke 4-37mm. Systém vyuZiva kovania typu Sobinco,
Roto, Siegenia resp. Fapim. Farbu kovania je mozné urdit zo stupnice RAL.
Systém dveri dovoluje pouzit panty vitacie (spredu) ako aj Srubovacie.
Samozrejmostou je tiez ponuka mnoho doplnkov, ako napriklad
samozatvaracov alebo kluciek a iné.

Pouzitie

- Pevné steny, okna dvere

- Okna: otvaravé, sklopné,otvaravo-sklopné,
- sklopno-posuvné

- kyvné okolo vert. aj horiz. osi

- Dvere: otvaravé dnu, von, jednokridlové, dvojkridlové, so svetlikmi
- Dvere: kyvné, posuvné (zavesené)

This series of high quality profiles with thermal break are applicable for acoustic
and thermal insulation. The profiles for this series are constructed of 2 hollow
extrusions separated from one another by polyamide strips PA 6.6.25
reinforced with glass fibre.

Applications

- fixed frames for single or double glazing

- single or double sash side-hung open in windows
- tilt and turn windows, tilt in only windows

- tilt and slide windows with appropriate hardware
- pivot windows, horizontal
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Systémy okenno - dverne
Windows and doors systems EB

Econoline je systém bez tepelného mosta, ¢o predurcuje jeho pouzitie hlavne
v interiéri. Tam je ho mozné pouzit na rézne druhy prepazok, stien, okna
i dvere. Hlbka profilov je 51mm, hrubka skla je mozna v rozsahu od 3 do 38mm.
Systém dveri dovoluje pouZit panty vitacie ako aj Srubovacie.
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Pouzitie

- Pevné steny, okna dvere

- Okna: otvaravé, sklopné, otvaravo-sklopné,

- Dvere: otvaravé dnu, von, jednokridlové,
dvojkridlové, so svetlikmi

- Dvere: kyvné

- rucne posuvné, automatické (bez
automatiky)

Econoline is a system with no thermal |/ ] =
insulation for fixed and opening structures. It is '
also suitable for building indoor walls with
windows. 51 mm of profile depth, which is
6 mm more than the widely used depth, —
improves designing freedom and eases the |
constructors work. The system is capable of “——
accepting glazing with wall thickness between

3 and 38 mm. Econoline is compatible with

other Aliplast systems, glazing clamps,
insulations and reinforcements are similar.

Applications

- windows, door and dividing walls in public and
industrial buildings /office type rooms/

- sliding windows

- Econoline doors can not only be built in Econoline wall
segments, but into other structures as well, depending
on the characteristic of the building

- the system is suitable to create sliding and swing doors
and walls in any desired angle and also to enforce the
already existing built in systems

e

¢ adammam Solalions for the falare

Trojkomorovy okenno-dverovy systém so
zvySenou tepelnou izola¢nou schopnostou.
Hrabky vyplni v ponuke: pevny ram
4 mm - 51 mm, hibka rému 65 mm, kridla:
74 mm.

Three chamber profiles for windows and doors
with HI thermal breake. Glazing thickness:
frame 4 mm - 51 mm. Depth of profiles: frame:
51 0or79 mm, sash: 74 mm.

aliplast
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Systémy okenno - dverne
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Windows and doors systems ]

Visoline bol jednym z prvych systémov na okna a dvere pri vstupe firmy Aliplast
na svetovy trh. Tento systém je dvojkomorovy s tepelnym mostom a neustale
se technologicky vyvija. Pouziva sa hlavne v teplejSich oblastiach zapadnej
a juznej Eurdpy. Je vhodny pre oknd, dvere a steny s moznostou zasklenia

jednoduchym sklom i dvojsklom.

Standard series of profiles with thermal break, used for most traditional door
and window applications in houses and industrial buildings.
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Systéemy okenno - dverne

Windows and doors systems J

Trojkomorovy okenny systém tepelne izolovany so skrytym kridlom.
Z vonkajsej strany je viditelny len okenny ram.

Three chamber profiles for windows with thermal break. Characteristic for this

system is hidden frames.



Systémy okenno - dverne
Windows and doors systems SE}

% Tento okenny systém sa vyznacuje zosilenou tepelnou izolaciou. Patri podla
materialovej normy DIN 4108 do najkvalitnejSej skupiny 1,0 wg. Sirka
okennych ramov je 75mm, Sirka okennych kridel 84mm. Hriubka pouzivanych
sklennych vyplni sa pohybuje od 14 do 61mm. Tento systém vyhovuje
narocnejSim poziadavkam zakaznikov hlavne pre svoje tepelné a akustické
vlastnosti a jeho popularita tymto stale rastie aj na Slovensku.

Pouzitie
- Pevné steny, okna dvere
- Okna: otvaravé, sklopné, otvaravo-sklopné,

- sklopno-posuvné
- Dvere: otvaravé dnu, jednokridlové, dvojkridlové, so svetlikmi

%t% The SUPERIAL is a system with three air-cells and enhanced thermal
insulation. Owing to the thermal break, a special fiberglass reinforced
multipart-cell isolation made of PA 6.6.25 polyamide, the structure complies
with UR < 2.0 W/m2K value, thus compiles with the DIN4108 standard
1.0 frame group. Profile depth is 75 mm of window frames and fixed windows
and 84 mm of windows sashes. The SUPERIAL system is based on other
thermal insulated systems’ structures, glazing clamps and reinforcements.
The structures also provides outstanding acoustic features. Glazing thickness
is available between 14 and 61 mm.

Applications

- fixed structures with thermal insulation glazing

- outher windows and glass portals

- tilt and opening, opening only, tilt only and slide windows
- tilt and slide windows and doors

- inward opening doors operating on window-sash principles with angled
close operation.
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Systémy okenno - dverné
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Windows and doors systems J

Alidoor je dvernym systémom do interiéru. Profily neobsahuju tepelny most.
Zasklenie je umiestnené v strede profilu.

Pouzitie - Dvere: ovaraveé von, dnu, jednokridlové, dvojkridlové, so svetlikmi

Series for inside doors without thermal break.

Applications - inside doors

aliplast
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Luxus je trojkomorovym systémom o Sirke profilu rdmu 65mm a Sirke profilu
kridla 69mm. Okna z tohoto systému do znac¢nej miery imituju okna vyrabané
zdreva. Svojim Specifickym tvarom st vhodné aj na rekonstrukciu historickych
budov. Sirka sklennej vyplne sa pohybuje od 4 do 37mm.

Pouzitie
- Pevné steny, okna dvere
- Okna: otvaravé, sklopné, otvaravo-sklopné,

- sklopno-posuvné
- kyvné okolo vertikalnej aj horizontalnej osi

This series of high quality profiles with thermal break is applicable for acoustic
and thermal insulation. The profiles for this series are constructed of 2 hollow
extrusions separated from one another by polyamide strips PA 6.6.25
reinforced with glass fibre.

Applications

- fixed frames for single or double glazing

- single or double sash, side-hung, open in windows
- tilt and turn windows

- tilt in only windows

- tilt and slide windows with appropriate hardware

- pivot windows, horizontal



