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System for sliding doors

ECOSLIDE - vmysleny tak, aby mohli byt zhotovené posuvné dvere bez
tepelného mostu kompatibilné so systémom econoline. ECOSLIDE dovoluje
projektovat nekryté vonkajsie nevykurovacie konstrukcie ako napriklad
terasy, balkdény, verandy Ci posuvné steny.

Charakteristika systému

- hridbka zasklenia: 1-12 mm - r6zne kombinacie: 2-,3-, 4- a 6-dielne

- hibka profilov: kostra okna 51 alebo 79 mm, ram zvisle posuvného okna
18/21 mm

- bez tepelného mostu

- systém je zlucitelny s inymi systémami vyrobenymi firmou Aliplast

ECOSLIDE - designed to construct sliding doors without thermal brake. Allow
to project outdoor no heating constructions - terrace, balcony, verandas and
also residendal housing /sliding door/.

Characteristic of system

- glazing thickness: 1-12 mm

- different combinations: 2-, 3-, 4- and 6- parted

- depth of profiles: frame: 51 or 79 mm, sash-18/21 mm

- no thermal brake

- system are compatible with other systems manufactured by Aliplast
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Systém skladacich posuvnych dveri

Folding door system D\ﬂ

% Tento systém sa pouziva na konstrukcie skladacich posuvnych dveri.
Trojkomorovy systém je tepelne izolovany. Je mozné pouzit dva typy prahov.
Do konstrukcie je mozné pouzit 2-8 kridel postvajucich sa symetricky na jednu
alebo obidve strany. Kridla sa mdZu pouzivat v exteriéri aj interiéri. Hribka
sklenenych vypIni sa pohybuje od 4 do 37mm. Hibka usadenia systému
je podla ramu a kridel 70 alebo 78 mm.

Pouzitie

- séria harmonikovych dveri je najcastejSie pouzivana v hoteloch,
restauraciach, obchodoch a sikromnych domoch, kde je potreba

- systém je vyuzivany tiez v zimnych zahradach ako element, ktory sa cely
zlozi na letné obdobie.

%@ The folding door system with thermal break allows you to create large
passages. The system is built up using a frame in which moveable parts or
elements are placed in such a way that it is possible to fold the elements to the
left or right. These elements or sashes are supported and hinged to a mullion.
At the bottom the mullion is supported by a roller mechanism which slides
along the sill profile while at the top, the mullion is guided by another roller
mechanism. There are several possible combinations of elements and opening
sashes.

Applications

- this series of folding doors is mostly used in hotels and restaurants, stores
and in private houses, in order to open a complete wall to create a larger
space in the summer.

- the system is also interesting for conservatories to use as a screen you can
open completely in summer times
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Zimneé zahrady, zastresenia
VR100,VR 400 Wﬁﬁﬂ Roof systems
VREOD

ZastresSenia zo skupiny systémov Aliplast zabezpecuju vyzadovanu tepelnu izolaciu vdaka
pouzitiu konstrukéného tepelného prekladu. Aplikuju sa v strednych krokvach, taktiez
prislusnych krajnych, ktoré umoznuju plynulé spajanie zo zvislymi stenami zimnych zah-
rad. Ohybné spajanie v okape a hrebeni dovoluje regulovanie uhla sklonu strechy v hranici
5°- 45°. Dané vzdialenosti nosnych elementov su orientacné, zavisia od rozmiestnenia
krokvy a taktieZ zataZenia vetra a snehu. Existuje moznost zosilnenia krokvy a okapu, kde
sa do profilu vsunie speviiujuci hlinikovy alebo ocelovy profil. Je tu velmi efektivny systém
odtoku dazdovej vody zo strechy. Systém zastresSenia je prispésobeny polykarbonatovej
a sklenenej vyplni. V systéme zastreseni je minimalne vyuzitie plechovych krytov. Je mozné
vyuzitie rovnych, zaokruhlenych a dekoracnych krycich list.

SYSTEMY ZIMNYCH ZAHRAD:
Aliver 100-VR100

Najjednoduchsi systém zastreSenia bez tepelnej izolacie. Je tu prispdsobovany typ krokvy
- profil je v tvare prevrateného pismena ,T” (nosny prvok sa nachadza nad vyplnou).
Pouzitie
- uzavreté alebo otvorené zastresenia bez tepelnej izolacie kryté

polykarbonatom alebo sklom.

Aliver 400-VR 400

Tepelne izolovany systém umoznujlci projektovanie komplikovanych a nestandardnych
tvarov presklenych zastreeni. V tomto systéme je statickd cast strechy umiestnena
zvonku, to znamend nad vypliiou. Vdaka tomu sa ziskava hladka, vnutorna precizne
spojena viditelnd cast zimnej zahrady. Systém ponlka moznost spajania rdznych
uhlovych sklonov v jednom zastreseni.

Aliver 600-\VRB600

Tepelne izolovany systém s nepriezraénym panelovym vyplnenim o hrdbke 55mm.
Pouzitie
- zastresenia konstrukcii, kde su preferované nepriezracné vyplnenia strechy.

The ALIVER 100 series is a conservatory roof system without thermal break to build
conservatories and domes. This series is mainly used in private houses to construct
conservatory roofs, light streets and pyramid roofs, faceted roofs, carports, lean-to roofs.

The ALIVER 400. Thermo isolated system for projection of more complicated
constructions. Roofing construction can be fixed at any angle. There are static columns
used in this system with all other parts to be fixed with them.

The ALIVER 600 series is a thermally broken conservatory roof system with self
supporting roof panels of 55mm thickness. This series is mainly used in private houses to
construct conservatory roofs. Conservatories. Faceted roofs.

Applications

- this series is mainly used in private houses to construct
conservatory roofs, light streets and pyramid roofs, faceted
roofs, carports, lean-to roofs, faceted roofs
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Zimneé zahrady, zastreSenia

+

Roof systems

Aliver 1000-VR1000

Jednd sa o jedno a dvoj sklonové tepelne izolované zastreSenia. Rozpatie
zastresenia je 2,5m za predpokladu pouzitia polykarbonatu a 2m zo sklom.
Tento systém je obltbeny pre svoju jednoduchost a praktickost pri montazi.

Pouzitie
- strechy zimnych zahrad v rodinnych domoch

- pyramidové strecha a light streets
- faceted roofs

Aliver 2000+ - VR2000+

Jednd sa o jedno a dvoj sklonové tepelne izolované zastreSenia. Rozpatie
zastresenia je cca 6m za predpokladu pouzitia polykarbonatu a cca 5m so
sklom, pri pouziti vlastnych zosilovacich prvkov. Do systému je mozné
umiestnit stre$né okna, ktoré st uzitoéné pri vetrani.

Pouzitie
- strechy zimnych zdhrad v rodinnych domoch

- pyramidové strecha a light streets
- faceted roofs

The ALIVER 1000 series is a roof system with thermal break to build
conservatories and domes with a limited span. It is possible to build in
rooflights, opening outwards for ventilation, or smoke-vents in case of fire.

Applications

- this seriesis mainly used in private houses to construct conservatory roofs
- light streets and pyramid roofs
- facetedroofs

The ALIVER 2000+ series is a roof system with thermal break to build
conservatories and domes with a large span. This is the most frequently used
series for conservatory roofs. It is possible to build in rooflights, opening
outwards for ventilation, smoke-vents, or in case of fire.

Applications

- this seriesis mainly used in private houses to construct conservatory roofs
- light streets and pyramid roofs
- faceted roofs
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Zimneé zahrady, zastresenia
VREO0D:- ALIVER 5000+, 6000 ot sy

VBEO0O

& Aliver 5000+-VR5000+

Jednd sa o jedno a dvoj sklonové tepelne izolované zastreSenia. Rozpatie
zastresenia je 4,4m za predpokladu pouzitia polykarbonatu a 3,6m so sklom —
bez potrebného zosilenia krokiev.

Pouzitie
- strechy zimnych zéhrad v sikromnych aj komerénych budovach

- zimné zahrady
- krytie bazénov

Aliver 6000 - VR6000

Tepelne izolovany systém zastreSenia zloZitejSich stresnych konstrukcii.
Ponuka Siroké rozpatie ¢o sa tyka uhlov zastresenia ku statickej konstrukcii.
Je to velkou prednostou tohto systému.

%t% The ALIVER 5000+ series is a thermally broken conservatory roof system.
Due to its heavy strengthened gutter and beam profiles this series is suitable
for large spans. It is possible to build in rooflights, outward opening for
ventilation, or smoke-vents in case of fire.

Applications

- this series is suitable for the private or commercial conservatory roof
market

- conservatories

- covering for swimming pools
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Zimné zahrady,

zastresenia

Roof systems

Systém zastresenia zimnych zahrad s tepelnou izolaciou. Vyska systému je
lubovolnd a rozpatie zastresenia je od 1,8 do 4,5m. Typové uhly pre tuto
konstrukciu st 90°, 135° a 150°. Tento systém sa od ostatnych odliSuje svojim
tvarom a estetickou formou. Je povazovany za nadstandardny az luxusny
systém.

Pouzitie

luxusné zimné zahrady

strechy zimnych zahrad hlavne rodinnych domoch
pyramidové strecha a light streets

faceted roofs

The English Victorian style for conservatories is used for this series of
conservatory roofs with thermal insulation. The Victorian roof system
distinguishes itself from the ordinary conservatories by means of its particular
form, shape and aesthetic appearance. Not only its form but also the shaping
of the profiles is different.

Applications

luxurious conservatories

this series is mainly used in private houses to construct conservatory roofs
light streets and pyramid roofs

faceted roofs

i
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APS, PR, MS
4P5, PR S
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Aluminium pergola systém

Aluminium Pergola System }

ALUMINIUM PERGOLA SYSTEM - APS

Tento systém je spriazneny so systémom Aliver. V porovnani s Aliverom sa ale kombinuje
s drevom. Profily vytvaraju konstrukciu systému, drevo ma skor dopinkovy charakter, pricom je
mozné profily nalakovat do farby imitdcie dreva. Hribka sklenenej vyplne je 16, 20 alebo
32mm. Systém je obltUbeny svojou estetickou hodnotou, vyrazom a vzhladom dreva.

Pouzitie

- pristresky pre auta

- strechy teras, alebo otvorenych priestranstiev

This Aluminium pergola system is built up from pillars
and beams. Most of the base components originate
from the ALIVER series. Finishing of profiles in wood
imitation to resemble the style of wooden pergolas.
Single and double glazing. Polycarbonate panels
(16,20 and 32 mm).

Applications

- carports

- roofs over terraces or open entrances

PERGOLA ROOF - PR

Systém zastresenia, ktory doplfiuje nosnu drevenu alebo ocelovl konstrukciu. Hlinikové
profily sa opat mdzu lakovat do farby dreva. Na konstrukciu sa kladie sklo ale aj polykarbonat
(16, 20, 25 alebo 32mm).

Pouzitie

- pristresky pre auta

- stresné pokrytie pre drevené besiedky, alebo zimné zahrady

System for alu-pergola on timber. This roof system has been developed to give in to the need
for a good covering and glazing facility for wooden Pergola's and conservatories. Single and
double glazing. Polycarbonate panels (16, 20, 25 and 32 mm). Possibility to install rooflights.
Applications

- carports

- roof coverings for wooden pergolas and conservatories

- wooden roofs and pergola's

- wooden conservatories

SYSTEM POSUVNYCH STRIECH
/ MANUAL ROOF SLIDING SYSTEM - VIS

Zakladom pre tento systém je Aliver 1000 alebo 2000+. Stresnou krytinou je v tomto pripade

polykarbonat, pretoze sa jednotlivé stresné Casti vysuvaju v rovine strechy manualne.

Pouzitie

- ako strechy zimnych zahrad zloZené
z dvoch posuvnych stresnych Casti

- strechy ponad terasy

This system is for using on an ALIVER 1000
or 2000 roof system to give a manual
controlled 2 part sliding roof. Because the
sliding roof is manually controlled, glazing
is only possible with polycarbonate panels
of 16mm in order to limit the weight of the
panels to be moved. Interlocking with
espagnolettes.
Applications
- conservatory roofs with

sliding roof in 2 parts
- roofs over terraces




Systém hlinikovej steny

Curtain walls

Systém hlinikovej steny, ktory sa sklada z vertikalnych stipov a horizontélnych
prieok. Tento systém je rsa vyznaluje velmi dobrou nosnostou, ktord je
podporovana doplnkami z ocele. Systém je tepelne izolovany. Pouzitie sklenenych
vyplni je v rozmedzi 2 az 31mm, vo vynimocnych pripadoch az 42mm. Systém je
popularny pre svoj vzhlad a dnes sa s nim stdle CastejSie stretdvame na
priemyselnych a administrativnych budovach.

ACTG255

TG407

The curtain wall consists of vertical mullions and horizontal transoms joined
together with stainless steel pin joints. In case of straight wall elements, this offers
the advantage of rapid construction of the front wall. It is possible to build up
slightly facet-shaped curtain walls with screw joints for the transoms. The
clamping strip is coupled to the mullions by means of an extruded connecting bar,
which also forms the thermal break for the curtain wall. This clamping strip is
formed with co-extrusion of hard plastic as a basis and soft plastic to guarantee
sealing. The whole construction can be finished on the outside with several
decorative beads. Besides traditional front walls with horizontally and vertically
protruding lines, this series can also be used to construct a semi-structural front
wall, whereby the outside of the front wall will only show vertically protruding
cover caps.
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